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SAPPHIRE

LIKE BEING THERE.

44

* Imagine if you had a screen that was almost invisible to visitors until
in use and when you finish viewing the trap door closes magically to
hide the fabric.

* Imagine if the motor and the structure was designed to be whisper
quiet.

* Imagine if the screen was able to drop down when you turn on your
projector.

* Imagine if the fabric was probably the best in the business giving
vibrant colour with a perfectly flat tensioned surface.

* Imagine if the product had a 5 year comprehensive warranty. [,— t y

PS HD flexible fabric which features a

An unique knob/auto tension

adjustment system Tubular Motor

*Smooth Operation
* Accurate Positioning
* Low Noise ( <45dB,
* Durable '

Tab-Tension Motorized screen

® Combined with the High Definition PS Series Flexible Fabric, viewers will enjoy an amazing
theatre like experience,

B Tension System which ensures the screen is always flat.

m With the standard easy to use mounting bracket, it is simple to install in varous installation
environments.

Control Options /)

Switet (Oftional)

ST Zadéio Tnigger (Oftional)

E 4

Standard low voltage . . If you have an existing set

wall swifch - just /// . & up and cannof cable the

plug in via RJ12 plug o L 12V from projector to

on the end of the screen '.{?/ j screen this will solve the
problem by radio link.
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SETC200WSF-ATR
SETCZ240WSF-ATR

VIEWING SIZE | SIZE (FEET) | CASING (MM)
(MM) (L+H) (L+H) (LsHep) | ASPECT

2030 x 1140 80" x 4 2625 x 155 x 170

-. A
340 x 1320 92" x 52 2935 x 155 x 170

16:9
16:9

SETC270WSF-ATR

Recessed ceiling screen features the "Separated Casing” patented technology that reduces
noise and vibrations. This helps to eliminate the common noise problem caused by the
friction between the screen casing and ceiling. This exclusive technology ensures that
while the screen is completely hidden providing a seamless look there is no compromise in
quality. This screen is designed to be recessed into the ceiling and is an ideal hidden solution
for installations such as home cinema, office and conference rooms. The sturdy case boasts
an easy toinstall yet functional design.

Recessed-Ceiling Tab-Tension Screen

M With an aluminum alloy casing design, it provides a modern
lightweight vet rigid structure.

m Combined with the High Definition PS Series Flexible Fabric,
viewers will enjoy an amazing theatre like experience,

M The Tension System which ensures the screen is always flat.
m Global first Separated Casing Patented Technology.
M The recessed design is made to integrate into any environment.

M The integrated control system allows the screen to be fully
customisable and gives the user a variety of control options.

m By Utilizing an aluminum alloy casing, it provides the screen with a more solid and rigid
structure while at the same time reducing overall weight.

B The design of the modern and attractive recessed ceiling screen blends seamlessly with
any interior decoration and installation scheme.

105" x 59" |3245 x 155 x 170

2670 x 1500

16:9
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Control Options

o IR Remote Control 9 Cycle-Switch

The fabric drop and The button under the casing
retract and micro control close to the power line is the
can be achieved by Cycle Switch button.

controller, The remote
distance is B meters.
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9 Central Control Adaptor

Plug into the EXTCTCRL slot via 6P&C
for a Central Control Adapter. Various
cable lengths can be used for
different installation situation.

o Multi-Control Options

EXT-CTRL can be connected by either a wall-switch or connected to the
Central Control Adapter for remote usage.

Projector
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